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ON/OFF switch eliminates shorting 
of clamps & battery drain

Heavy-duty curved clamps & flexible 
21 mm2 cables

Digital display Reverse polarity alarm & anti-spiking protection

12V accessory outlet 
also used for memory saver mode 

Soft handle & protective rubbers for extra 
robustness

2,1A USB output ideal for charging 
different types of electronic devices

300A in-line fuse protects against excessive 
current output
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AGM JUMP STARTER



HOW TO CHOOSE

TECHNICAL INFORMATION

PACKAGING INFORMATION

MODEL PBI 1812 PBI 200 PBI 201 PBI 2400 HD

NET WEIGHT 9,25 kg 11,75 kg 20,8 kg 30,5 kg

DIMENSIONS (L x W x H / mm) 330 x 170 x 363 360 x 150 x 440 425 x 230 x 455 475 x 290 x 550

PART NUMBER MODEL VOLTAGE

94065001C PBI 1812 12V

94065200C PBI 200 12V

94065201C PBI 201 12/24V

232008 PBI 2400 HD 12/24V

MODEL PBI 1812 PBI 200 PBI 201 PBI 2400 HD

PART NUMBER 94065001C 94065200C 94065201C 232008

VOLTAGE (DC) 12V 12V 12/24V 12/24V

CRANKING AMPS (CA) 700 900 1800/900 2400/1200

CABLE LENGTH 0,71 m 1,59 m 1,70 m 1,52 m

CABLE CROSS SECTION 21 mm2 21 mm2 33 mm2 50 mm2

AUTOMATIC CHARGER 0,7 A 2 A 2 A 4 A

?

RELATED BATTERY CHARGER PART NUMBER:

PBI 1812 PBI 200 PBI 201 PBI 2400 HD
EU: 94065021
UK: 94065022

EU: 2299003058CZ
UK: 2299003058GZ

EU: 2299003058CZ
UK: 2299003058GZ

EU: 865124-A 
UK: 865124-A + 976158

12V 24V
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HP* = CHECK YOUR ENGINE HP - LEGEND:       NORMAL            INTENSIVE
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